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\ | Specification:
\ ‘ / 1.1 Electrical:
\ / Contact Resistance:10m-ohms max.
12.43 Insulation Resistance:1000M-ohms min.
i 3.00 Dielectric Withstandard:
No discharge,flashover or breakdown
+ at 1500VAC 1 minute
* Life Cycle:50,000 Cycles
6.20 1.2 Operation Temperatuare:-30~+85C
16.70 T D
938 1D
, = PCB MOUNTING HOLE
JAR
5.30 1 2 3 Jsﬂ
f SR PITCH= 4.69 D1.85
| | | 0.76 TYP.
PITCH=4.70 SWITCH POSITION
| | NAME
.\.—. o\/o .—./.
i i 033TBVSA ON NONE ON
@ @, E 2 Comn 033TBVSB ON | NONE | (ON)
\ 033TBVSC ON OFF ON
I \ I ] ® 3
033TBVSD (ON) OFF (ON)
\EPOXY SEAL SPDT
?1.20 033TBVSE ON OFF (ON)
TERM. WIDTH Term. comm 23 | OPEN | 2-1
CLS COMPONENTS TAIWAN LTD. CUSTOMER :
KAOHSIUNG, TAIWAN
CTS PART NO. REV SAMPLE CUSTOMER APPROVAL:
CUSTOMER PART NO. 033TESS REQUEST:
( SIGNATURE & DATE )
TOLERANCE UNLESS OTHERWISE
ISSUED DATE :  2023/4/24 SPECIFIED CHECKED BY : Leila Li
X (1 PLACE) : +0.3
CTS TYPE : XX (2PLACE) : £0.13 APPROVED BY :
ANGLE : £+ 3° HS HU
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